
45Box Gangways

model N.
elements A (mm/inch) B (mm/inch) C (mm/inch) F (mm/inch) H (mm/inch) L (mm/inch) α β weight 

(kg/lbs)

1181/18 2 1800  71" 1620  64" 80  3"5/32 330  13” 156  6”1/7 450  18” 20° 16° 122/270
1081/19 2 1875  74" 1570  62" -- 330  13” 156  6”1/7 450  18” 20° 16° 148/325
1081/23 2 2255  89" 1770  70" -- 330  13” 156  6”1/7 450  18” 20° 16° 152/335
1181/24 2 2415  95" 1930  76" 150  5"6/7 330  13” 156  6”1/7 450  18” 20° 16° 146/330
1081/26 2 2545  100" 1930  76" -- 330  13” 156  6”1/7 450  18” 20° 16° 154/340
1181/26 2 2550  100" 2110  83" 300  11"4/5 330  13” 156  6”1/7 450  18” 20° 16° 175/400
1081/29 2 2860  113" 2110  83" -- 330  13” 156  6”1/7 450  18” 20° 16° 170/375
1181/29 2 2890  114" 2300  91" 350  13"4/5 330  13” 156  6”1/7 450  18” 20° 16° 183/410
1181/32 2 3170  125" 2400  95" 300  11”4/5 330  13” 156  6”1/7 450  18” 20° 16° 194/430
1081/32 2 3190  125" 2300  91" -- 330  13” 156  6”1/7 450  18” 20° 16° 179/395
1181/35 2 3490  137" 2600  102" 300  11”4/5 330  13” 156  6”1/7 450  18” 20° 16° 217/480

1181H15.35 2 3490  137” 2900  114”1/5 300  11”4/5 330  13” 156  6”1/7 450  18” 18° 16° 220/485
1181/37 2 3700  145" 2950  116" 500  20" 330  13” 156  6”1/7 450  18” 20° 16° 238/524

1181H19.40 2 4010  157”9/10 3200  126” 300  11”4/5 380  15” 195  7”2/3 510  20” 18° 15° 360/790
1181H19.45 2 4500  177”1/5 3600  141”3/4 430  17” 460  18”1/10 195  7”2/3 590  23”1/5 18° 16° 470/1035

BOX GANGWAYS VIPER GENERATION model 1081/1181
extension 1800 mm to 4500 mm, H box: 156 mm to 195 mm

Optional box: weathertight, watertight and certificated watertight.  
This gangway allows passengers boarding only, up to 150 Kg / 330 lbs (one person at a time).
No tender lifting allowed.
Automatic stanchions cannot be fitted on gangways model 1081/1181 with HBOX 156mm.                         
A= maximum length of gangway outside of the box
B= box length
H= box height
L= box width
α and ß= the total angle the gangway can achieve.                
L 450 Automatic stanchions and large box width.
Tolerance for swing angles is +/- 1 degree.
NEVER USE THE GANGWAY AS SPRINGBOARD. DIVING COULD 
CAUSE STRONG STRAINS THAT MIGHT DAMAGE THE
GANGWAY AND ITS FASTENING ELEMENTS.

LEAD TIME TO BE CONFIRMED

Automatic stanchions first step AID optional

Stanchions standard

Available box widths (Optional)

L_box (mm/inch) F (mm/inch)
510  20" 380  15”
550  22" 420  16”1/2

590  23"1/4 460  18”1/10


