
50Box Gangways

EXTRA SMALL BOX WITH XXL GANGWAYS model 1424/34
extension 3020 mm to 7480 mm, H box: 385 mm

model N.
elements A (mm/inch) B (mm/inch) C (mm/inch) D (mm/inch) F (mm/

inch)
H (mm/

inch)
L (mm/

inch) α β weight 
(kg/lbs)

1434/30 4 3020  119" 1730  68" 740  29" 2280  90" 340  13”2/5 385  15” 750  29” 15° 15° 424/935
1424/38 3 3745  148" 2230  88" 1240  49" 2505  99" 340  13”2/5 385  15” 750  29” 15° 15° 455/1000
1434/41 4 4060  160" 2130  84" 1040  41" 3020  119" 340  13”2/5 385  15” 750  29” 15° 15° 560/1235
1424/43 3 4315  170" 2430  96" 1440  57" 2875  113" 340  13”2/5 385  15” 750  29” 15° 15° 488/1075
1434/50 4 4920  194" 2430  96" 1340  53" 3580  141" 340  13”2/5 385  15” 750  29” 15° 15° 685/1510
1424/53 3 5330  210" 2890  114" 1800  71" 3530  140" 340  13”2/5 385  15” 750  29” 15° 15° 593/1310
1434/54 4 5430  214" 2550  100" 1440  57" 3995  157" 340  13”2/5 385  15” 750  29” 15° 15° 745/1642
1434/58 4 5745  226" 2750  108" 1605  63" 4140  163" 340  13”2/5 385  15” 750  29” 15° 15° 806/1775
1424/61 3 6080  240" 3230  127" 2040  80" 4040  160" 340  13”2/5 385  15” 750  29” 15° 15° 720/1585
1434/63 4 6290  227”3/5 2900  114”1/5 1770  69”7/10 4520  178” 340  13”2/5 385  15” 750  29” 15° 15° 915/2015
1424/66 3 6590  260" 3570  140" 2180  86" 4410  174" 340  13”2/5 385  15” 750  29” 15° 15° 840/1850
1434/70 4 7015  275" 3290  130" 2000  79" 5015  198" 340  13”2/5 385  15” 750  29” 15° 15° 952/2100
1424/75 3 7480  295" 3930  155" 2440  96" 5040  199" 340  13”2/5 385  15” 750  29” 15° 15° 985/2170

Optional box: weathertight, watertight and certificated watertight.  

Model 1424/1434: This gangway allows the boarding of 250 Kg / 550 lbs maximum.
Option 1:This model is prearranged for hydraulic opening system with devices 2645, 2648 and 2649.
Option 2: electronically controlled steps for a better approach to boat deck.                                       
A= maximum length of gangway outside of the box
B= box length
C= distance between the gangway hinges and the box
H= box height
L= box width
α and ß= the total angle the gangway can achieve.
Tolerance for swing angles is +/- 1 degree.

NEVER USE THE GANGWAY AS SPRINGBOARD. DIVING COULD CAUSE STRONG STRAINS THAT 
MIGHT DAMAGE THE GANGWAY AND ITS FASTENING ELEMENTS.
LEAD TIME TO BE CONFIRMED


