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Optional box: weathertight, watertight and certificated watertight.  
Gangway models with H.BOX 290mm can be made with stainless steel box H250mm (OPTIONAL).

This gangway allows passengers boarding only, up to 150 Kg / 330 lbs (one person at a time).
No tender lifting allowed.

Tolerance for swing angles is +/- 1 degree.

NEVER USE THE GANGWAY AS SPRINGBOARD. DIVING COULD CAUSE STRONG STRAINS THAT 
MIGHT DAMAGE THE GANGWAY AND ITS FASTENING ELEMENTS.

LEAD TIME TO BE CONFIRMED

model A (mm/inch) B (mm/inch) D (mm/inch) E (mm/inch) G (mm/inch) L (mm/inch) H (mm/inch) α β n° 
steps

3261P/23 2300  90”1/2 3160 124”2/5 860  33”4/5 1420  55”9/10 695  27”1/3 1100  43”3/10 290  11”1/2 30° 55° 8
3261P/31 3085  121”2/5 4030  158”7/10 922  36”3/10 1685  66”1/3 1380  54”1/3 1810  71”1/4 350  13”3/4 30° 60° 9
3261P/35 3585 141"1/10 4515  177”3/4 1228  48" 2127  84" 980  38”3/5 1410  55" 350  13”3/4 30° 60° 11

MULTIFUNCTION GANGWAYS 3261P
extension 2300 mm to 3585 mm, H box: 290 mm to 350 mm


