
57Rotating Box Gangways

ROTATING BOX GANGWAY 1202/03
extension 2860 mm to 8000 mm, H box: 290 mm to 350 mm

model N.
elements

A (mm/
inch)

B (mm/
inch)

C (mm/
inch)

F (mm/
inch)

L (mm/
inch)

H (mm/
inch) α β rotation

lifting 
(kg/lbs)

weight 
(kg/lbs)

1202/29 2 2860  
113"

2800  
110"

290  
11"

300  12”
460  18”

600  24” 
780  31" 290  11" 20° 15° 180° 350/800 605/1330

1202/35 2 3530  
139"

3750  
148"

805  
32"

300  12”
460  18”

600  24” 
780  31” 290  11" 15° 15° 180° ¯  ¯ 790/1750

1202/40 2 4100  
161"

3850  
152"

890  
35"

300  12”
460  18”

600  24” 
780  31” 290  11" 15° 15° 180° ¯  ¯ 881/1830

1203/46 3 4600  
181"

3550  
140"

300  12”
350  14"

300  12”
460  18”

600  24” 
780  31” 290  11" 15° 15° 180° ¯  ¯ 932/2050

1202/52* 2 5270  
207"

4600  
181"

890  
35"

300  12”
460  18”

600  24” 
780  31” 290  11" 15° 15° 180° ¯  ¯ 962/2120

1202/57* 2 5700  
224"

5600  
220"

1305  
51" 460  18” 780  31" 290  11" 15° 15° 180° ¯  ¯ 1075/2370

1202SP57 2 5760
226”4/5

5600  
220”

480
18”9/10

475
18”7/10 780  31” 290  11” 19.5° 8° 148° -  - 1600/3525

1203/63* 3 6300  
248"

5100  
202" 1135  44" 460  18” 780  31" 290  11" 15° 15° 180° ¯  ¯ 1208/2660

1203V67 3 6700
263”4/5

6100
240”1/5

2000
78”3/4 460  18” 890  35” 350

13”3/4 15° 15° 180° -  - 2300/5070

1203/73* 3 7300  
287"

5500  
217" 1225  64" 300  12” 660  24" 290  11" 15° 15° 180° ¯  ¯ 1450/3200

1202/80* 2 8000  
315"

8200  
323"

3565  
140" 460  18” 780  31" 290  11" 15° 15° 180° ¯  ¯ 1413/3550

Optional box: weathertight, watertight and certificated watertight.  
Gangway models with H.BOX 290mm can be made with stainless steel box H250mm (OPTIONAL).
This gangway allows the boarding of 150 Kg / 330 lbs maximum (one person at a time).
A= maximum length of gangway outside of the box
B= box length
C= distance between the gangway hinges and the box
H= box height
L= box width
α and ß= the total angle the gangway can achieve.
For the application of the hydraulic opening device see pages opening system with devices 2645, 2648 and 2649.                                                                                   
* Manual stanchions only. For all gangways only teak staved grating exclusivament.
Tolerance for swing angles is +/- 1 degree.
NEVER USE THE GANGWAY AS SPRINGBOARD. DIVING COULD CAUSE STRONG STRAINS THAT 
MIGHT DAMAGE THE GANGWAY AND ITS FASTENING ELEMENTS.
LEAD TIME TO BE CONFIRMED


