
113Doors with inflatable gasket

Two wings door 2149

Flat automatic door with two wings.
One fixed side wing and one internal wing sliding behind the fixed side wing.

Weathertightness granted by the INFLATABLE GASKET.
Pneumatic system composed of valves, hoses, pneumatic gasket, and compressor (if required).
The doors are subject to quality control tests to comply ISO 12216.2023 standards.

model A (mm/inch) L (mm/inch) H (mm/inch) S (mm/inch) glass (mm/inch) opening weather proof 
ISO 12216:2023

2149/12 1240  48"9/10 2750  108"3/10 2240  88"1/5 305  11"9/10 21  4/5" Sx→Dx CAT 2

2149/14 1335  52”1/2 2935  115”1/2 2165  85”1/4 235  9”1/4 23  9/10” Sx←Dx CAT 2

2149/17 1285  50”3/5 2835  111”3/5 2330  91”3/4 340  13”2/5 21  4/5” Sx→Dx CAT 2

2149/18 1000  39”2/5 2315  91”1/10 2295  90”1/3 305  11”9/10 17,5  7/10” Sx→Dx CAT 2

2149/20 1015  40” 3280  129”1/10 2030  79”9/10 310  12”1/5 21  4/5" Sx→Dx CAT 2

2149/22 765  30”1/10 1880  74” 2030  79”9/10 285  11”1/5 15,5  3/5” Sx→Dx CAT 2


